
Installation time depends on you 
and your mechanical skills.  
 
If you are pretty handy with tools 
this upgrade can be completed in 
under an hour, however we suggest 
that you schedule at least a couple 
hours for the install.  You may call 
or text us at any time for tech ad-
vice! 864-907-6004. 
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Packing List: 

Item Qty 

Intake Tube 1 

Vibration isolating engine mount 1 

1/4” Spacer 2 

M6 Oversized washer 4 

M6 Nut 2 

M4 x 10 hex head bolt 2 

M4 washer 2 

90 degree silicone adapter 1 

7” long 1/2” diameter hose 1 

#44 Hose Clamps 2 

AEM Dryflow filter 1 

DDMworks Logo Sticker 1 

Rev 12/12/15 DLM 

Tools Needed: 

Pliers 

T30 Torx Bit 

10mm and 7mm socket 

3/8” socket driver 

3/8” socket 6” extension 

Phillips and Blade Screwdriver 



1. *** Please note that in the pictures the hood is 
removed which made it easier to show pictures of 
the install, the hood does not and should not be 
removed for the installation of the intake *** 

2. The first thing that needs to be done is to remove 
the stock intake components. Removing the air 
flow meter from the stock intake will be the first 
part of removal. The air flow meter is mounted in 
the top of the airbox and has a single electrical 
connection going to it. To remove the connector 
from the air flow meter, squeeze the center of the 
connector and pull the connector off of the air flow 
meter. 

3. Now to remove the stock intake there are a few 
bolts that need to be removed. The first 3 are on 
the main intake box toward the front of the car. 
There is a single 10mm head bolt located at the 
very front of the stock intake air box. There are 2 
T30 Torx head bolts located on each side of the 
stock intake. Remove those 3 bolts and set them 
aside they will not be re-used. 

4. On the stock intake there is a large plastic cham-
ber located between the engine and the intake 
box. This plastic chamber has 2 T30 bolts holding 
it to the car. Remove both of these bolts, one lo-
cated toward the front of the chamber and one 
located toward the back. The one in the back is a 
little trickier to reach and an a long extension on 
your socket is suggested to ease removal. 

5. With all the bolts removed from the stock intake, 
the breather hose coming from the engine to the 
stock intake track needs to be removed. You will 
need to remove the plastic cover on the engine to 
remove this hose. The plastic cover is easy to re-
move, simply start to pull up on the cover at the 
edges and it will pop off of the 4 posts that attach 
it to the engine. The hose you need to remove is 
located on the drivers side of the engine and goes 
to the intake. Use a pair of pliers to squeeze the 
hose clamp on the end of the hose close to the 
intake and once the hose clamp is slid back you 
will be able to twist and pull the hose off of the 
intake. 

6. With the hose off, the last thing to do is loosen the 
hose clamp that holds the intake to the throttle 
body. Use a blade screwdriver and loosen the 
hose clamp (turn counterclockwise) and once the 
hose clamp is loose you will be able to pull the 
intake off of the throttle body. 

7. The entire intake can now be removed from the 
car. You may need to separate the pieces of the 
intake a little more in order to get it out of the car. To do this, pop the top of the intake off of the base 
by unclipping the 6 clips around the lid.  

 

Stock intake removal 

Page 2 

Air Flow meter 

Push this tab to the side 

Remove bolts at these 
locations 

Removing T30 Torx bolt on the 
front of the plastic chamber 



1. Now it is time to start installing the new 
DDMWorks intake. Your engine bay should look 
like the picture to the right. The stock intake 
should be removed and the breather line from the 
engine should also be removed at this point. 

2. Find the 90 degree silicone adapter that is in the 
kit, slide a hose clamp over both ends (you may 
need to loosen the clamps slightly to fit over the 
silicone). There is one side of the silicone that is 
shorter than the other, that shorter side gets in-
stalled over the throttle body on the engine, install 
it now. 

3. Next find the rubber isolator and 1/4” spacer that 
is in the hardware kit. The 1/4” spacer gets in-
stalled over the threads on one end of the rubber 
isolater and that side gets screwed into location 
where you removed one of the stock bolts holding 
the stock intake to the car.  

4. Next find the 7” piece of hose that is in the kit. You 
will need to remove the 2 hose clamps from the 
stock breather hose and transfer those over to the 
new 7” breather hose that will be installed. Install 
one end onto the breather port on the engine now 
and secure it in place with one of the stock hose 
clamps.  

5. The air flow meter needs to be transferred over to 
the new intake. Look at the stock intake and you 
will see the air flow meter, the part that you had to 
remove the electrical connector from originally. 
There are 2 small Phillips heads bolts holding it 
into the stock intake. Carefully remove both of 
those bolts and then you will be able to slide the 
air flow meter out of the stock intake. Now find the 
new intake tube and you will see a slot in it that 
the air flow meter will slide into. Slide the air flow 
meter into place, paying attention to the location of 
the bolt holes, there is only one way it can fit that 
will allow the bolts to line up. In the hardware 
packet you will see new bolts and washers to se-
cure the air flow meter to the new intake, use 
them now and secure the air flow meter. 

6. The intake tube can be installed now. Slide one 
end of the tube into the silicone connector at the 
throttle body, the tab on the side of the intake tube 
will line up with the rubber isolator that you in-
stalled. At this point remove the filter from its 
packing and install it on the end of the intake tube, 
securing it in place by tightening down the hose 
clamp on it.  

7. With the filter secure, put the tab on the intake over the stud sticking up from the rubber isolator and 
secure it in place with the washer and nut provided in the kit 

8. Tighten the hose clamps on the 90 degree fitting at the throttle body to finish securing the intake into 
place.  

9. Last thing is to slide the breather hose from the engine onto the intake and secure with the factory 
hose clamp 

 

Intake Installation  
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Push this tab to the side 

Rubber isolator gets installed in the location you 
removed a bolt holding the stock intake 

Your engine bay should look like this at this point 

Use the new bolts and washers to secure the air 
flow meter to the new intake 

Intake installed on engine 



1. At this point you will need to plug the air flow me-
ter back into the wiring harness that you un-
plugged it from earlier. 

2. You can also leave the plastic engine cover off If 
you like, or you can put it back on. To put the 
plastic engine cover back on, look underneath it 
and you will see some rubber isolators, line them 
up with the posts sticking up from the engine and 
gently press down and the engine cover will pop 
back onto the engine. 

3. You can also re-install one of the bolts that you 
removed earlier on the bracket that holds the ABS 
controller.  

 

Final Cleanup 
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Congratulations! You have finished the install. All of us here at 

DDMWorks thank you for your purchase and hope you enjoy your 

new Intake  

 

If you have any questions feel free to give us a call or text us at 

864-907-6004. You can also email us at Tech@ddmworks.com. 

 

 

Also, Follow us on Facebook for the latest product and information 

releases! 

This Product is Buddy  the Turbo 

dog approved! 

Re-install one of the bolts on the bracket that holds 
the ABS module 


