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Cruise Control Relocation Bracket for 1990-1997 Mazda Miata’s 

This Cruise control relocation bracket moves the cruise 
control actuator to allow for the installation of a 
DDMWorks intake.   
 
Installation time of this intake depends on you and your 
mechanical skills. It is suggested that you read through 
these directions a few times to familiarize yourself with 
the components of the kit, and your car. 
If you are pretty handy with tools the intake can be in-
stalled in under 30 minutes, however we suggest that you 
schedule at least an hour for the install. 
 

If you have any questions during the installation you can call us at (864) 907-6004 or 
email us at Tech@ddmworks.com 

      PACKING LIST  

Part Description Qty 

Stainless Steel Cruise Control Relocation Bracket 1 

5/32” Tubing 4ft. 

Zip Ties  4 

DDMWorks Sticker 2 

TOOLS NEEDED 

10mm and 12mm wrenches 

Socket wrench and 8” extension 

10mm and 12mm sockets 

Phillips and Flat head screwdriver 

Wire cutters and knife 

 

119-A Hwy 183 
Piedmont, SC 29673 
Tech Support 
(864) 907-6004 
Tech@DDMWorks.com 

Before you start installing the bracket you 
need to do the following: 
 
1. Make sure the car has had time to cool as 

you will be working close to the engine. 
2. Disconnect the negative terminal from the 

battery. 
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Removal of cruise actuator from stock location 

1. First disconnect the tube from the cruise control actuator that connects it to the intake manifold on 
the other side of the engine. Also disconnect that tube from the intake manifold and remove the tube 
from the car, it will not be re-used. Also unplug the actuator at this time, there is a quick disconnect 
located close to the driver’s side headlight close to the fender. 

2. Next we will remove the 3 bolts that hold the cruise control actuator to the car, after removing all 3 
bolts the actuator will be loose from the car. 

3. There are 2 metal brackets attached to the actuator which we will need to remove. Using a Phillips 
screwdriver remove the screws holding the bracket to the back of the actuator. 

4. Using a 10mm wrench or socket remove the two nuts that are holding the front bracket to the actua-
tor.     Once you remove the 2 nuts you can pull on the metal support holding the cable and slip that 
support off of the bolts that extend from the actuator, this will allow you to remove the remaining 
bracket completely. When you pull on that metal support it will feel like you are pulling against a 
strong rubber band. 

5. At this point the actuator should have no metal brackets on it and the metal support that holds the 
cable leading to the firewall should be off to the side, not over the studs coming out of the cruise 
actuator. 

6. Now we need to remove the 2 nuts that are holding the brake master cylinder to the brake booster. 
They are 12mm head nuts located just behind the plastic reservoir on the master cylinder. 

7. We also need to remove the 10mm head bolt that is holding in the black “Diagnostic” box located 
next to the driver’s side fender. Time to install the new bracket. 

 

Installation of the new DDMWorks Cruise Control Relocation 

1. First locate the notch with 2 holes next to it in the new cruise relocation bracket. Those 2 holes line 
up with the 2 metal studs coming out of the cruise actuator. We want to slide the new bracket over 
those 2 studs on the cruise actuator and then slide the metal support holding the cable over that and 
re-install the 2 nuts to hold it all together. 

2. With the actuator attached, fit the new bracket assembly over the 2 studs behind the brake master 
cylinder that you removed the nuts from. Re-install the nuts and tighten them. 

3. Re-install the 10mm head bolt that was holding in the black “Diagnostic” box making sure to go 
through the support for the box and the cruise control bracket. 

4. Using the supplied hose, attach one end to the small nipple on the intake manifold that the old hose 
was removed from and the other end gets attached to the small nipple on the actuator, use the sup-
plied zip ties to attach the hose to the brake lines along the firewall. 

5. Next plug the actuator back into the quick connect. (some cars require that the wiring harness be cut 
back a little. Using a knife and being careful not to cut any wires cut back the black outer of the wir-
ing harness a few inches, this should supply plenty of wire to reach the actuator) 

6. Congratulations! You are ready to go. 
  

(Pictures on page 3) 
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Congratulations! 
Thank you for choosing 

DDMWorks! We look forward to 
serving your performance 
needs in the future. 
 
-DDMWorks Team 

Page 3 


