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Center Console Cup Holder 
DDM-11-6 

 Pontiac Solstice & Saturn Sky 

Our center console cup holder improves 
on the Solstice/Sky by creating a  
Cup holder in the center console of the 
car. Although we know this is not a per-
formance upgrade, it does make the day 
to day driving of the car much more  
enjoyable. 
 
Installation time of the center console 
depends on you and your mechanical 
skills. It is suggested that you read 
through the directions a few times to  
familiarize yourself with the components 
of the kit, and your car. 

 
If you are pretty handy with tools the center console can be installed in less than 15 
minutes,  however we suggest that you schedule at least an hour to get it done. 
If you have any questions during the installation you can call us at(864)907-6004 or 
email us at Tech@ddmworks.com. 
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TOOLS NEEDED 

Drill with #2 Phillips bit 

Small blade screwdriver 

Needle nose pliers 

Utility knife 

10mm wrench 

#2 Phillips screwdriver 

***PLEASE READ*** - For the installation of the center console to go cor-
rectly, it is absolutely required that you read these instructions and follow 
them thoroughly, or there is a possibility that your console will not install 
correctly. 



 

 

Step 1 Removal of  stock center console 

The first thing we will need to do is remove your stock center console 
to do so follow the steps below: 
 
1. First you will need to pull the emergency brake handle all the 

way up. 
2. Then, with both hands, you will reach in at the back of the center 

console and start to lift up. The center console is held in place 
with clips, 2 in the back and 1 in the front. We want to lift the 
back of the center console first, there will be some resistance 
when lifting the back up, this is normal. Usually 1 good tug on 
the back will pop the 2 clips on the back of the stock center con-
sole. 

3. After getting the back of the center console to release, continue 
to lift up the back about 45 degrees as shown, lift up on the back 
and it will pop the front clip out also. *** Please note that while   
removing the console from around the E-Brake, the front clip 
underneath is sharp and could scratch the plastic around the 
shifter. 

4. Once all 3 clips have released, lift the stock center console out 
and around the emergency brake, it should look like the picture 
to the right. 

Step 2 Installation of the DDMWorks center console 

We now need to transfer some parts over for the installation of the 
new center console. The pictures that follow have a black covered 
center console in them, however the instructions are the same for the 
gray or uncovered center consoles. 
 
1. We are going to start by moving some of the wire that is under 

the center console. When looking at the area that was underneath 
the center console you will see a black wiring harness. There is a 
10mm head nut holding the ground down, using a wrench or 
socket remove that nut and set it to the side. 
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Start by lifting the 
back of the stock 
center console 
first. 



 

 

 
2. After loosening and removing that nut, you will want to pull 

the grounds off of the stud attached to the car and move the 
wire bundle to the other side of the stud. Once it is to the other 
side of the stud, put the grounds back on the stud and tighten 
the nut back down on the grounds. 

3. Next we want to protect the wiring from any chaffing, find the 
plastic wire protector and install in the 2 locations where the 
wire rests against the studs sticking up (see picture to the 
right) 

 
 
 
 
 
 
 
4. On the underside of the factory center console you will see 3 

metal clips. There are 2 of them that are the same and 1 that is 
shorter which is located at the front of the center console. You 
need to remove these from the stock center console to re-use 
them on the new center console. To remove them, use a small 
blade screwdriver like the picture to the right to pry them off 
of the plastic pillars they are locked onto. By pushing the 
screwdriver in from the side and lifting they come right up. 

 
 
 
 
 
 
 
 
5. With the clips off they need to be 

slightly modified to work on the 
new metal tabs. The picture at the 
right shows what needs to be done. 
There are small “teeth” that need to 
be flattened out. The picture on the 
left shows what they look like 
stock and the picture on the right 
shows how we need them to install. 
The goal here is to flatten out the 
teeth closer to the “U” end of the 
clip. By using a pair of needle nose 
pliers you can get in and flatten 
these little teeth down. You only 
want to flatten the teeth closest to 
the the “U” end, leave the other 
teeth how they came stock. 

 

Installation of the DDMWorks center console (continued) 

Install plastic protection 
at these 2 places 
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These are the teeth that we 
want to flatten 

Here is how we want the clip 
to look for installatioin, notice 
that the clips closest to the “U” 
are flattened, while the other 
teeth are just as they came 
stock 



 

 

6. Next press the modified clips onto the new center con-
sole so that they seat all the way down like the picture 
to the right. Remember that the shorter clip goes on 
the front of the center console. With the clips installed 
it is now time to start test fitting the center console 
onto the car. 

7. When test fitting the center console we are going to 
install it in the reverse of how we removed the stock 
center console. Before test fitting the center console, 
the tabs on the back of the center console will have to 
be adjusted to match your stock tabs. When we ship 
the center consoles the tabs are bent in slightly.  Using 
a small pair of needle nose pliers, grip the tabs and 
slightly bend them out so that they match the same 
angle found on your center console.  Then slide the 
center console over the emergency brake handle 
(should still be pulled up). Then lock the front clip 
into the front lock, then start to bring down the back 
of the center console. You will want to look from the 
back of the console to see how the tabs are lining up. 
If it looks like the back tabs are lining up, go ahead 
and press the back of the center console down and it 
should lock into place.  

 
8.    If the back of the center console still does not pop into     

place you will need to make some small adjustments 
to the back tabs to get it to lock in. Simply pull the 
center console back out and using a pair of needle 
nose pliers and bend the tabs slightly. We have found 
that the best fitment comes when the tabs are bent out 
just slightly. It may take a couple times to get the fit-
ment perfect or it may go on the first time, just be 
patient, take your time adjusting the tabs and it will 
lock into place. 

 
9. Now we are going to secure the cup holders. We will 

put a screw down through the cup-holder which will 
help hold the center console down. There are 2 differ-
ent types of screws that are included with your kit. 
The first one you need is a self tapping screw it has 
the small head on it and there is only one in the bag of 
hardware. We will use this screw essentially as a drill 
bit.  We want to install this screw in the hole in the 
cup holder that is closest to the center of the console 
on the front cup holder. The self tapping screw will 
drill a small hole beneath the center console, once it 
drills through it will start to tighten down.  Once it 
starts to tighten, remove the screw and install one of 
the other screws in place of it. We recommend tight-
ening down this screw by hand so you do not over-
tighten the screw. You want to tighten down the screw 
so that it secures the center console without cracking 
the cup-holder.  Repeat process on other holder. 
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Installation of the DDMWorks center console (continued) 
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Other notes on install 
 
 If it does not feel like the center console wants to sit down all the way you can use a utility knife to trim the 

carpet underneath the cup holders to allow the center console to sit a little lower.  
 Some customers have cut felt for the bottom of the cup holders to pad the bottom a little for cell phones or 

change. 
 If the center console is popped up by the emergency brake handle when you pull it up, the console is sitting to 

far forward. Re-adjust the tabs in the back, which will cause the console to sit down a little more and further 
back, removing the interference with the emergency brake handle. 

 
If you have any questions feel free to give us a call or text 864-907-6004. You can also email us at 
Tech@ddmworks.com. 
 
Thanks again for purchasing the DDMWorks Center Console for the Solstice/Sky, we appreciate it and look for-
ward to serving you in the future. 
 
If you have a chance, please take some pictures of your install and send them to sales@DDMWorks.com, we love 
to see the installs! 

10. That finishes up the installation of the center console. 
The new center console makes cruising much more en-
joyable and give you a place for drinks that are more 
accessible than the stock cup holders. It also serves as a 
handy place for cell phone and loose change storage. 

 
 

207 Johnson Street 
Pickens, SC 29671 
Tech Support 
(864) 907-6004 
Tech@DDMWorks.com 
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