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Silicone intake tube 2020+ Polaris Slingshot 
DDM-21-30 

The silicone intake tube for the 
2020+ Polaris Slingshot replaces 
the stock rubber hose. This silicone 
piece adds some color to the       
engine bay and has a smoother   
interior for better air flow into the 
engine. 
 
If you are pretty handy with tools 
the tube can be installed in about 
10 minutes, however we suggest 
that you schedule about 30 minutes 
for the installation.   
 

DDMWorks  

119A Hwy 183       
Piedmont, SC 29673  

Tech Support Text/Call: (864) 907-6004 
Email: Tech@DDMWorks.com 

Tools Needed for Install 

 Blade/Flat head Screwdriver 

 

If you have any questions during the installation you can call or text  

(864) 907-6004.  Email support is also available - Tech@ddmworks.com. 



2 

 

 
1. Open the hood by pressing 

the hood release in the front 
of the hood, then lift up on 

the hood to reveal the       
engine. On the drivers side of 

the engine bay, you will see 
the intake tube that leads 

from the intake box to the 
throttle body. The picture to 

the right shows what it will 
look like. 

 
 

2. Using a blade/flathead     

screwdriver, loosen the 2 
hose clamps that hold the 

stock intake tube to the     
engine and airbox.  

 
 

 
 

 
 

 
 

 
3. Pull gently on the breather 

line that goes into the side of 

the stock intake tube and it 
will pop out. 

Removing the stock rubber intake tube 

Remove the breather line 

Loosen both hose clamps on stock 

tube 

Stock intake in place 
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4. With both clamps removed 
and the breather line popped 

out of the tube, the stock 
tube can pull off the throttle 

body and intake box and    
removed from the engine 

bay. 
 

 
 

 

1. Using the screwdriver, open 

up the stock clamps you     
removed until they slide   

easily over the silicone. Make 
sure the screw to tighten the 

clamps is in a position that 
can easily be reached once it 

is installed. 
 

 
 

2. Set the tube down into place 
and start by installing the 

side of the tube that goes 
onto the airbox/intake. If you 

are using our DDMWorks    

intake, there are a few things 
that make this easier.        

Remove the air filter, then 
you can reach in to help get 

the silicone go over the tube. 
Also, spray a little WD-40 or 

other lubricant on the inside 
of the silicone to help it go 

over the metal tube on our 
DDMWorks intake. That will 

help make the installation  
easier. 

Removing the stock rubber intake tube—Continued 

Installing silicone intake tube 

Remove stock tube from engine bay 

Install large end of tube first 
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3. After getting the larger end of 
the silicone over the airbox/

intake side of the system. 
Then push the smaller end up 

onto the throttle body. You 
should make sure that the   

silicone is sitting square onto 
the throttle body. If it is not, 

you can rotate the silicone   
until it is sitting square onto 

the throttle body. 
 

 
 

4. Once the silicone is sitting in 

the correct position, use the 
screwdriver you used earlier 

and tighten down both hose 
clamps. 

 
5. Lastly, push the breather line 

into the nipple that is on the 
front of the silicone and make 

sure it is secure. 
 

 

 
 

 
 

Installing silicone intake tube—Continued 

Congratulations!  
You have finished the install. All of us here at DDMWorks thank you for your 

purchase, support and hope you enjoy your new installation. If you are 
enjoying them, we really appreciate you letting others know on Facebook, 

Slingshotinfo forum or other Social Media. If there is anything we can do to 
help you more, please let us know by contacting us -  

 
Call or text us 864-438-4949 or 1-833-DDMWorks 

Techline/After hours -864-907-6004.  

You can also email us at Tech@ddmworks.com. 
 

 

Install onto throttle body 

Install breather line 


