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DDMWorks LED Upgraded Center Headlight for 2020+ 
Polaris Slingshot 

DDM-25-24 
 
 
The DDMWorks LED Center Headlight for 
the 2020+ Polaris Slingshot delivers a beam 
up to 3X brighter than stock—no cutting, no 
splicing, just pure plug-and-play power.  

DDMWorks - 119A Hwy 183 Piedmont, SC 29673  
Tech Support Call, Text or Email: (864) 907-6004, Tech@DDMWorks.com 

Tools Needed for Install 

· T15 Allen Key 
 

If you are pretty handy with tools the headlight can be installed in about 20 
minutes, however we suggest that you schedule at least an hour for the  
installation. 

If you have any questions during or after the installation you can call or 
text (864) 907-6004.  Email support is also available - 

tech@ddmworks.com. 
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1. Open the hood by releasing the hood 
latch located in the front bumper 
opening. 

2. With the hood open, look towards the 
front of the engine bay and you will 
see the stock headlight. Remove the 
electical connection going to the  
headlight by lifting the tab on the 
front (see picture to the right). Once 
you lift the tab, you can pull on the 
connector and remove the plug from 
the headlight. 

3. The headlight is held in place by 2  
adjustment screws, one on each side. 
If you give a firm forward push on the 
back of the headlight, close to the  
adjustment screw, the headlight will 
pop out of the plastic “cup” it is in. Do 
this for both sides, then the headlight 
will just be held at the bottom. 

4. With the side adjustments popped 
free the headlight is just held into a 
rubber grommet in the bottom. The 
headlight will just pull out of this 
grommet, but it can be rather tough 
to just pull up on it. A little shot of WD
-40 into the grommit makes it easier 
to remove, or alternating pulling up on 
one side, then the other of the    
headlight and working it out slowly. 
Once the headlight pops out of the 
lower grommit, set in on a table or 
place you can work on it, parts need 
to be removed and transferred to the 
new headlight. 
 

Removing the Factory Headlight 

Lift tab to remove 

IMPORTANT STEPS BEFORE STARTING ANY INSTALLATION! 
1. Make sure that the car engine is cool to the touch, as you will be    

working around the engine. 

Headlight comes out 
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1. Use a T15 Allen key to loosen the   
adjustment screws on each side of the 
stock headlight. Keep turning them 
counter clockwise until they come out 
of the plastic tabs they go through, 
then set them both aside 

2. Next remove the plastic tabs the 
screws went through. On the side   
opposite of the side the screws came 
out of, you will see the tab is split. 
Carefully press the 2 sides of the tab 
together, while pressing together, 
push on the tab to push the tab out 
the back of the headlight. Sometimes 
you have to work the tab back and 
forth a little bit, but it will eventually 
pop out the back of the stock      
headlight. With the black plastic tabs 
removed from both sides, time to    
install them on the new headlight. 
 

Removing parts from stock headlight 

Remove adjustment 
screws 

Squeeze the 2 sides 
together and remove 
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1. Insert the black plastic tabs you      
removed from the stock headlight into 
the new headlight. There are square 
holes on each side that are in         
approximate the same locations as the 
stock headlight. Make sure you pay 
attention to the orientation of the 
plastic tabs. They have to be installed 
as shown in the picture to the right. 
They sometimes can be a little difficult 
to install and tilting them up and down 
while pushing will help.  

2. With both black plastic tabs installed, 
next get the adjustment screw        
removed earlier and start the screws 
into the black plastic tabs. Make sure 
to start from the side of the black 
plastic tab that has a circle. Turn the 
screws until from the back of the 
headlight to the top of the screws is 
about 3/4”. That is a good starting 
point. 

Installing parts to new headlight 

Insert tabs from the 
back 

Screws installed and head-
light ready to install 
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1. On the bottom of the new headlight 
you will see a round part that    
protrudes down that will fit into the 
rubber grommit you removed the 
bottom of the stock headlight from. 
Tilt the headlight a little forward 
and then line those 2 parts up and 
push the new headlight down into 
the rubber grommit.  

2. Once the headlight is pushed down 
into the grommet, start at the  
drivers side of the new headlight 
and align the screw you installed 
ealier with the plastic cup it goes 
into. Push gently from the front 
and the screw will pop into the 
plastic cup.  

3. Then go to the passenger side and 
repeat the process. It is common 
for the passenger side to seem like 
it is too high, but simply push down 
on the headlight on the passenger 
side and it will go down and line up 
with the plastic cup. Push from the 
front again and the screw will pop 
into the plastic cup. 

Installing DDMWorks headlight in Slingshot 

Line up the drivers side 
screw with plastic cup 

The passenger side may 
seem to high, that is nor-
mal. You can press down 
on it and line it up with 

the plastic cup. 
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1. Your installation kit may have come 
with an adapter harness. If so, plug 
one end of the harness into the 
new headlight and the other end 
into the plug removed from the 
stock headlight. If your installation 
kit did not come with an adapter 
harness, the stock plug will connect 
directly to the new headlight.  

2. There are some zip ties in the     
installation kit to secure the wiring 
neatly in place. 

3. Start the Slingshot and check to 
make sure the headlight comes on, 
then check the high beam also   
before starting to aim the       
headlight. 

4. Before starting to aim the headlight 
make sure of the following - 

 - Park 10 feet from a light colored wall 
 - Make sure the Slingshot is on a level surface 
 - The Slingshot should be fully assembled 
 - Full fuel and a 160 pound person in the drivers seat 
 - Tires properly inflated 
5. To aim the new headlight, you will use the T15 Allen key to turn the 2 

adjustment screws you installed earlier. Always start with just 1/2 turn 
incremements when adjusting the headlight. To adjust the beam down, 
loosen both screws. To adjust the beam up, tighten both screws. 

6. Measure from the ground to the top of the headlight beam at the very 
front of the Slingshot. Then at the wall 10 feet away, you want to have 
the top of the beam 4” below that measurement. As an example, if the 
beam is at 26” at the front of the Slingshot, at 10 feet away the top of 
the beam should be at 22”. Use the adjustment screws to adjust the 
headlight until you get it set. 

7. The new headlight does have a much better beam cutoff then the stock 
headlight. This will allow you to adjust the headlight a little higher de-
pending on your particular setup and other modifications. We suggest 
starting with the adjustment above and then aiming slightly higher after 
driving at night. 

Plugging up the Headlight and final adjustments 

Plug the new headlight  
into the harness 

119-A Hwy 183 
Piedmont, SC 29673 
Tech Support 
(864) 907-6004 (call or text) 
Email: Tech@DDMWorks.com 

Congratulations on installing your new headlight !  


