
1 

 

Polaris Slingshot License plate relocation  
by DDMWorks 

The DDMWorks licrense plate       
relocation for the Polaris Slignshot 
adds some style and functionality to 
your Slingshot. The multiple design 
options and colors allow you to   
customize your Slingshot, while   
also cleaning up the look of the 
back of the Slingshot. 
 
 
 

DDMWorks - 207 Johnson Street, Pickens, SC 29671  
Tech Support Call, Text or Email: (864) 907-6004, Tech@DDMWorks.com 

Tools Needed for Install 

· T40 Socket or T40 Torx key 
· 8mm socket  
· 11mm socket 
· Extension for the sockets 
· Socket driver for the sockets 
· Wire cutters 
· Small glade screwdriver 
· Phillips screwdriver or power screwdriver 
 

If you are pretty handy with tools the relocation kit can be installed in 
about 30 minutes, however we suggest that you schedule at least an hour 
for the installation. 
 
Have questions or encounter problems during the installation? Please call or 
text our tech support line at - (864) 907-6004. Email support is also    
available - Tech@ddmworks.com. 
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Polaris Slingshot License plate relocation  
 

 QTY Part Description 

 

2 #10,Ê3/4”ÊstainlessÊsteelÊPhillipsÊheadÊscrew 

 

2 M6 x 16mm stainlessÊsteelÊbuttonÊheadÊhexÊdriveÊ
screw 

 

2 M6 stainless steel flat washer 

 

2 M6 nylon insert flange nut 

 

1 Relocation bracket  

 

2 Insert (mesh or solid) 
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1. First step is to remove your 
license plate from the factory 
holder or other relocation 
bracket. To do this, there are 
typically 2 bolts holding the 
license plate to the bracket. 
The stock bracket typically 
has 2 black plastic screws 
holding it in place. These 
plastic screws can usually be 
simply unscrewed by hand. 
Some other license plates 
may be held with bolts,  
whatever your situation,     
remove the bolts holding the 
license plate to the bracket 
and set the license plate to 
the side. 

 
2. Look underneath the stock  

license plate frame and you 
will see a single electrical 
connection with 2 wires going 
to the light. Use a small blade 
screwdriver to pry the lock on 
it, then unplug the wires from 
each other. 

 
2. With the license plate         

removed, the stock bracket is 
removed next. Look           
underneath the bracket and 
you will see a total of 3 screw 
heads holding the bracket to 
the Slingshot. Remove all 3 
bolts. The heads of the T40 
bolts will look like this - 

 
 
 
 
 
 
 
 
 
 
 

Polaris Slingshot License plate relocation installation 

Remove License Plate 

T40 Torx Bolt head 

Remove 3 T40 Torx bolts 

Pry up tab to unplug connector 
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4. On the back of the factory  
license plate frame there are 
3 silver nuts that you remove 
next. You can use a pair of 
pliers to twist these off with a 
11mm socket. Cut the zip tie 
holding the wire to the      
factory license plate bracket 
also. 

 
 
 
 
 
 
 
 
 
 
 
5. The next step is to remove 

the light on the factory       
license plate holder. There 
are 2 nuts with 8mm heads 
that need to be removed. Use 
a socket with an extension on 
those nuts and remove the 2 
them. The light can then be 
removed from the stock li-
cense plate holder. 

 
 
 
 

Polaris Slingshot License plate relocation installation 

Remove the 2 nuts holding the light 

Remove 3 nuts 
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6. Next is to start prepping the 
new license plate relocation 
bracket for installation. Place 
the new bracket on       
something soft while working 
on it. The first step in this is 
to install the color inserts. On 
the inside of the new reloca-
tion bracket 3M VHB tape has 
been already installed. Peel 
back the red protective film. 

 
 
 
 
 
 
7. Align the insert with the   

edges of the license plate  
surround, making sure that 
the insert will cover all of the 
cutouts and not overlap the 
edge. Once the alignment 
looks good, press the insert 
down firmly onto the double 
sided tape to secure. Repeat 
for the other side of the li-
cense plate surround. 

 
 
 
 
 
8. The light gets mounted to the 

2 holes in the middle of the 
new bracket. Push the light 
up to the bracket with the 
studs going through the 
bracket. Use the 2 nuts you 
removed earlier to secure the 
light to the new bracket.  

 
 
 
 

Polaris Slingshot License plate relocation installation 

Align the edges and press the insert 
down onto the tape 

Peel back the film on the tape 

Secure the light to the bracket with the 
2 nuts removed earlier and 8mm  

socket 
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9. Hold the new license plate  
relocation bracket up to the 
back of the Slingshot. Push 
one of the T40 Torx bolts 
through one of the 2 mount 
tabs on the new bracket. Line 
the bolt up with the captive 
nut the bolt was removed 
from earlier in the Slingshot 
and get a couple of threads 
started. Then get another bolt 
and start the bolt through the 
other hole into the Slignshot. 
Do not fully tighten these 
bolts yet.  

 
 
10.The front tabs of the          

relocation bracket sticking 
forward, go along the edge of 
the black plastic under the 
deck of the Slingshot. Make 
sure the alignment looks 
good, if so, tighten the 2 Torx 
bolts you installed in the step 
above.  

 
 
 
 
 
 
11.Use the supplied screws to 

secure the tabs at the end of 
the license plate bracket 
sticking forward. You can use 
a small drill bit (smaller than 
the screw) to pre drill a hole 
for these screws or just start 
screwing the new screw into 
the plastic. Make sure to hold 
the alignment of the bracket 
along the edge of the black 
plastic for proper installation.  

 
 
 
 

Polaris Slingshot License plate relocation installation 

Peel back the film on the tape 

Line up the front tab to the Slingshot 
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12.Plug the light back into the 
wiring harness on the     
Slingshot. After plugging in 
the light, you can push the 
extra wire up into the hole in 
the black plastic. 

 
 
 
 
13.Re-install the 3rd bolt        

removed earlier with the T40 
Torx head into the black  
plastic under the Slingshot. 

 
 
 
14.To finish up the installation, 

install your license plate to 
the new bracket using the 
original hardware or the new 
hardware we supplied. There 
are 2 holes in the new    
bracket for the bolts to go 
through. 

 
 
 
 
 
 
 
 

Polaris Slingshot License plate relocation installation 

Plug light back in and install bolt 

DDMWorks - 207 Johnson Street, Pickens, SC 29671  
Tech Support Call, Text or Email: (864) 907-6004 

Congratulations! on installing the DDMWorks license plate relocation 
on your Slingshot! Go out and show it off, share it on Facebook, Instagram 
and other social media, it looks great! If you have any questions or 
comments about the installation, please reach out to our email. We love 
getting feedback on the product, instructions or just to hear how your 
installation went - Sales@ddmworks.com 


