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Dual Gauge Pod  

DDM-17-14 

The DDMWorks Dual Gauge Pod holds two gauges in 

the center of the dash and mounts securely to the        

windshield mount. With the angle adjustment you can    

customize the mount to suit your specific viewing angle. 

 

 

QTY PART DESCRIPTION 

1 Windshield Mount Adapter 

1 Gauge Panel  

1 Tilt Bracket  

1 Gauge Shroud  

1 Hardware Bag  

  

  

TOOLS NEEDED 

4mm allen wrench  

10mm socket wrench 

10mm end wrench  

Side cutters  
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Tech Support 

(864) 907-6004 (call or text) 

Email: Tech@DDMWorks.com 

If you are pretty handy with tools the Dual Gauge Pod can 

be installed in about an hour, however we suggest that you 

schedule at least a few hours for the installation. 

If you have any questions during the installation you can call or text (864) 907-6004 or 

email us at Tech@ddmworks.com. 

1. If you are going to be installing gauges 

at the same time, disconnect the   

negative terminal from the battery. 
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Dual Gauge Pod — INSTALLATION 

*** While it is possible to install the Dual Gauge Pod with some windshields still in 

place, we recommend following the manufacturers instructions to remove the        

windshield for easier installation of the Dual Gauge Pod.*** 

1. Start by attaching the Tilt Bracket to the Gauge 

Panel. On the back of the Gauge Panel you will 

see three holes that will line up with the holes in 

the Tilt Bracket. The pointed end of the Tilt 

Bracket with the round hole goes toward the 

straight edge of the Gauge Panel, this is the 

bottom side of the assembly. Use three of the 

supplied Hex head bolts and washers to bolt 

the two parts together. A small amount of loctite 

on the bolt threads will insure they do not      

vibrate loose over time. Torque these bolts to 

10nm or 7 ft lbs.  

2. If you are using the stock Polaris Windshield 

mount, you will need to attach the supplied 

adapter. There is only one way that this adapter 

can mount on the stock windshield mount. Use 

the supplied 12mm long button head bolts and 

a small amount of loctite on the bolts. Tighten 

the 2 botls to 10nm or 7ft/lbs 

 

 

* The DDMWorks 

Windshield Mount does not 

require this adapter.  

Notch and Groove  Tighten Bolts to 10nm or 7 ft/lbs 

The “pointed” end of the stainless 

bracket goes to the flat side of the 

mount 
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Dual Gauge Pod — INSTALLATION 

3. You can now mount the gauge pod    

assembly onto your stock or 

DDMWorks windshield mount.   

Using 4 of the supplied Hex head bolts 

and washers. You can leave them finger 

tight for now so you can make            

adjustments when your gauges are   

Installed.  

4. We recommend and typically install 

AEM gauges and that is what we will 

show here. Some gauges will install 

slightly differently, see your           

manufacturer instructions.  

5. For the AEM Gauges we have to trim 

1/4 inch off of the supplied plastic gauge 

mount tabs. We use a pair of side     

cutters which works really well. Measure 

1/4 inch off the end of each plastic tab 

and cut with the cutters.  

If using AEM gauges you may need to cut 

1/4” off the plastic gauge mount that 

comes with the gauge 

Mount the gauge pod to the windshield 

mount using the 4 hex bolts and washers 

A pair of side cutters works well to cut 

this plastic mount 
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Dual Gauge Pod — INSTALLATION 

6. Insert the first gauge into the Gauge 

Panel roughly orientated up and down. 

Slide the now modified plastic gauge 

mount that came with the gauge over the 

studs on the back of the gauge. Thread 

on the two nuts to hold the Plastic mount 

in place. You can snug these up using 

only your fingers and be sure to not over 

tighten. Keep an eye on your gauge as 

you tighten these down to make sure the 

gauge is straight up and down in the 

Panel.  

7. Repeat this process for the second 

gauge. And your Pod should look like this 

photo.   

8. You can now adjust the tilt of the pod to 

your liking and tighten down the 4 hex 

head bolts connecting the tilt bracket to 

the windshield mount.  

9. Next comes the Gauge Shroud install.  

Install the shroud using the three button 

head bolts provided. Slip the shroud onto 

the Panel tilted forward as shown in the 

picture. This will allow us to easily align 

the two bolts on the side with the holes. 

Install the 2 bolts on the side of the 

shroud first, but do not tighten. Only once 

these bolts are started, then push the 

Shroud back to align the top hole. When 

you get the top lined up, get the bolt 

started then tighten up all three bolts. Torque to 10nm or 7 ft lbs  

Plastic mount that came with the gauge, 

trimmed 1/4” 

Make sure the gauges are straight     

before tightening down the nut 
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Congratulations! You have successfully installed your new Dual Gauge Pod! 

This product is 

Buddy the 

Turbo Dog  

Approved! 

Dual Gauge Pod — INSTALLATION 

10. With all three of the 

Shroud bolts tight your 

Pod should look like 

the picture to the right. 

You can make          

adjustments to the Tilt 

at anytime by          

loosening the 4 bolts 

holding the Tilt Bracket 

to the Windshield 

mount.  

You can now run any    

wiring or hoses needed for 

your gauges and re-install 

your windshield.  

 


