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Polaris Slingshot Cold Air intake 2015-2019  
Ecotec 2.4L 

This DDMWorks Cold Air Intake 
kit for the Polaris Slingshot          
improves airflow into your  
engine, increasing power and 
torque. It also adds some color 
under your hood and a nice 
growl under full throttle.  
 
 

DDMWorks - 119A Hwy 183      

Piedmont, SC 29673  
Tech Support Call, Text or Email: 

(864) 907-6004, 

Tools Needed for Install 

 Blade Screwdriver 

 Needle nose pliers 
 10mm socket 

 10mm wrench 
 Socket driver 

 Wire cutters / Clippers 
 Torque Wrench 

 

If you are pretty handy with tools the intake can be installed in about 30 
minutes, however we suggest that you schedule about an hour for the              
installation. 

If you have any questions during the installation you can call or text  

(864) 907-6004.  Email support is also available - Tech@ddmworks.com. 
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1. The first step is to remove the top 
of the stock intake air box. There 

are a total of 6 clips that hold the 
top of the air box. Release all 6 

clips. 
2. Next, use a blade screwdriver to 

loosen the hose clamp that is hold-
ing the intake tube to the top of the 

stock airbox. 
3. Once that hose clamp is loose,     

remove the intake tube from the 
top of the stock airbox and remove 

the top of the stock airbox from the 
vehicle. Also, remove the air filter 

at this time also. 

4. Now find the small hose going from 
the intake tube to the valve cover 

of the engine. It is held to the     
engine by a small spring style hose 

clamp. Use a pair of needle nose 
pliers to squeeze the hose clamp 

and slide the hose off of the engine. 

Removing Stock Intake 

Unclip the 6 clips holding the 

top of the stock airbox 

Squeeze the hose clamp and  

remove the breather line from 
the engine 
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Loosen hose clamp 

 

5. With that small hose removed from 
the engine, use a blade screwdriver 

to loosen the hose clamp holding 
the intake tube to the throttle body. 

Once the hose clamp is loose, find 
the intake air temp sensor in the 

intake tube, it has an electrical  
connection with 2 wires going to it.  

6. To remove the intake air temp   
sensor, pull and twist the sensor at 

the same time and it will come out 
of the intake tube. Once this sensor 

is removed, you can remove the  
intake tube from the vehicle and set 

it aside. 

7. Next, remove the lower portion of 
the stock intake air box. There are 

3 bolts holding it with 10mm heads. 
Use a 10mm socket and driver and 

remove the 3 bolts and remove the 
bottom of the air box from the    

vehicle. 
8. The throttle body is the next thing 

to remove. There is an electrical 
connection on the side of it. To    

remove that electrical connection, 
push back the beige tab away from 

the throttle body, then squeeze the 
tab and pull on the plug. There are 

4 bolts holding it to the intake 

manifold. Use the 10mm socket 
again and driver to loosen the 4 

bolts. Once they are loose, remove 
the throttle body from the vehicle 

for now. After removing the throttle 
body, it is a good idea to cover the 

hole in the intake manifold with a towel to prevent anything from falling 
into the intake manifold.  

Removing Stock Intake—Continued 

Remove the intake tube 

Remove the bottom of the 

stock intake box 

Remove the throttle body 
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1. Remove the 2 bolts on the top of 
the radiator. They are 10mm head 

bolts with 10mm nuts on the back.  
2. Set the new intake box into position 

and use the 2 bolts you just re-
moved through the front of the new 

intake box and start the nut on the 
back of each bolt, but do not 

tighten yet. 
3. In the hardware bag you will find a 

6mm bolt and washer. Use that bolt 
through the rear tab on the new in-

take air box to secure the back of 
the intake box to the bar in front of 

the engine. Once that bolt is 

started, tighten it down and then 
tighten the 2 bolts on the front of 

the intake air box. 
4. Install one of the silicone connec-

tors on the tube on the side of the 
new airbox. Make sure to slide a 

hose clamp over each side, you 
may need to loosen the hose 

clamps to get them to slide over 
each side. 

Installation of new Cold Air Intake 

Loosen bolt with 5mm Allen  

Remove the 2 bolts with 

10mm heads 

Install 2 front bolts and new 

bolt in the back  

Install silicone connector and 

hose clamps 
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5. In your hardware pack, there is a 
rubber grommet that looks like a 

black doughnut. Find the new      
intake tube and install that     

grommet in the hole in the side of 
the intake tube. Make sure it is   

secure on both sides and seated 
properly into place. 

6. Use a pair of wire cutters/clippers 
to cut the zip tie holding the intake 

air temperature wire to the intake 
manifold. Make sure not to cut the 

wire itself.  
7. With the intake temperature wire 

free from the intake manifold,  

carefully push it through the rubber 
grommet you just installed in the 

new intake tube. You can put a    
little oil, vasoline or WD-40 on the 

rubber grommet to help get the   
intake temperature sensor to slide 

into the grommet. Make sure you 
do not push the grommet into the 

tube, if so, just remove the intake 
sensor and start over. 

Installation of Cold Air Intake 

Loosen bolt with 5mm Allen  
Install rubber grommet into   

intake tube 

Cut the zip tie that is holding 

the wire for the intake temp 
sensor 

Install the intake air            

temperature sensor into the 
new intake tube 
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8. Install another silicone connector 
on the other end of the intake tube, 

making sure to put a hose clamp 
over both ends of the silicone. 

9. Next install the throttle body to the 
new cast elbow. There is a gasket 

in the hardware kit included with 
the intake kit, that gasket goes   

between the throttle body and the 
cast elbow. Use the stock bolts 

from the throttle body to secure the 
throttle body to the cast elbow. 

Torque to 7 ft/lbs. 
10.With the throttle body attached to 

the cast elbow, slide the throttle 

body into the silicone on the end of 
the intake tube you just installed 

and position the cast elbow so that 
it lines up with the mounting       

locations on the intake manifold. If 
you had a towel covering the   

opening to the intake manifold, you 
can remove that now also. 

11.Find the 4 bolts and washers in the 
hardware pack and they will be 

used to secure the cast elbow to 
the intake manifold. Make sure to 

get all 4 bolts started before    
tightening any of the bolts. Once all 

4 bolts are started, torque the 4 

bolts to 7 ft/lbs. 

Installation of Cold Air Intake 

Loosen bolt with 5mm Allen  
Install silicone connector and 

hose clamps on end of tube 

Clip the zip tie that is holding 

the wire for the intake temp 
sensor 

Slide the throttle body into the 

silicone connection on the      
intake tube and secure to the 

intake manifold  
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12.With the cast elbow secure to the 
intake manifold, adjust the silicone 

connectors so they are all the way 
against the intake box and the 

throttle body. Then tighten the 
hose clamps at those 2             

connections. Then make sure that 
the intake tube is lined up with the 

silicone before tightening the hose 
clamps. 

13.Remove the air filter from the box 
and plastic and slide the air filter 

onto the tube in the intake box. It 
helps you have the air filter at a 

slide angle to the tube when    

starting to install it, once it starts to 
go onto the tube, you will have 

room to lower the air filter and 
push it straight onto the tube. 

14.In the hardware pack there is a 
throttle body extension cable. Plug 

one end of that cable to the throttle 
body and the other end to factory 

harness where you unplugged the 
throttle body earlier. Make sure 

both connections are secure by 
pulling gently on them after        

installation.  

Installation of Cold Air Intake 

Loosen bolt with 5mm Allen  

Remove the air filter from the 

box and plastic, slide on the 
end of the tube in the box 

Tighten hose clamps on silicone 

connectors 

Install the throttle body         

extension harness. 
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15.Lastly, you will install the new 
breather line between the intake 

tube and the valve cover. Slide the 
provided hose clamps over the hose 

and then slide it onto the valve 
cover and intake tube. Once in po-

sition, tighten the hose clamps. 
 

 

Installation of Cold Air Intake 

Loosen bolt with 5mm Allen  

Congratulations!  
 

You have finished the install. All of us here at DDMWorks thank you for your 
purchase and hope you enjoy your new cold air intake.  

 
If you have any questions feel free to give us a call or text us at   

864-907-6004.  
You can also email us at Tech@ddmworks.com. 

 

 
Also, Follow us on Face book for the latest product and  

information releases! 

Install breather line 


