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Kappa Front Sway Bar Mounts with Poly bushings  

DDM-16-16 

 

These DDMWorks billet aluminum front sway bar 

mounts replace the stock mounts and bushings. Good 

looks mixed with high performance polyurethane bush-

ings and an added grease fitting. An all around upgrade 

on form and function. 

QTY PART DESCRIPTION 

2 Aluminum Sway Bar Mounts 

2 Energy Polyurethane Bushings  

4 M10 x 30 Flange head bolts  

TOOLS NEEDED 

15mm socket 

WD-40 , Grease , Thread locker or Loctite  

Grease Gun  

119-A Hwy 183 

Piedmont, SC 29673 

Tech Support 

(864) 907-6004 (call or text) 

Email: Tech@DDMWorks.com 

If you are pretty handy with tools these mounts and 

bushings can be installed in about an hour, however we 

suggest that you schedule at least a few hours for the 

installation. 

 

If you have any questions during the installation you can call or text (864) 907-6004 or 

email us at Tech@ddmworks.com. 

1. Disconnect the negative terminal from 

the battery. 

2. Make sure that the car engine is cool to 

the touch and you are in a well venti-

lated area away from open flames. 

3. Park car on smooth level surface with 

hand brake on. 
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Sway Bar Mount Installation  

1. Make sure the car is on a smooth level surface that is safe to work on. Engage the 

emergency brake or put wheel chocks behind the rear wheels. Using a jack, raise 

the front end of the car up so that the front wheels are off the ground. Support each 

side with jack stands.  

 

 

 

 

 

 

 

 

 

 

2. On both sides of the car there is a stock 

sway bar mount with a rubber bushing. 

These mounts are held on by two 15mm 

hex head bolts. Remove the two bolts 

on each mount carefully supporting the 

sway bar as it will fall when it is no 

longer held on by the mounts.  

 

 

 

 

 

 

3. Open pack of energy bushings provided and remove 

mounting bracket from bushing 
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Jacking points 
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3. With all 4 bolts removed you can remove the stock sway bar mounts by simply slid-

ing them off of the stock bushings. Then remove the stock bushings from the sway bar.  

 

4. Apply new grease to the inside and out-

side of the new Polyurethane bushings and 

slip them onto the sway bar in the same 

place the stock bushings were.   

 

 

 

 

 

 

 

5. Hold the sway bar up in place on the frame 

of the car and slide the new sway bar mounts 

over the new bushings. With a little Loctite on 

the new bolts provided get all 4 bolts started 

by hand and loosely fitted.  

 

 

 

 

6. With all 4 bolts started and everything lined up properly you can now tighten the 4 

bolts down to 41 Ft Lbs.  

Sway Bar Mount Installation  



 

Page 4 

119-A Hwy 183 

Piedmont, SC 29673 

Tech Support 

(864) 907-6004 (call or text) 

Email: Tech@DDMWorks.com 

Congratulations! You have successfully installed your new Sway Bar Mounts 

and Bushings !  

This product is 

Buddy the 

Turbo Dog  

Approved! 

7. With all 4 bolts tightened to spec you can use a grease gun to add a little more 

grease to the bushings before setting the car back down on the ground.  

 

Sway Bar Mount Installation  

Grease fitting 

 


